
Product data sheet
CREASE is brought to life by its three-dimensional textile fabric. It is
produced in a complex, multistep process performed primarily by hand. At
the start of this process, vertical coloured stripes are applied to a delicate
fabric, after which it is placed on top of a stable fleece backing. The art of
lamination lies in placing folds in the fabric at regular intervals, which lend
this wall covering its trademark look. In the final step, the specially produced
textured patterns are applied to the vertical coloured surfaces, the contrast
of which gives rise to an extraordinary illusion of depth. 

Zimmer + Rohde

Crease

A R T I C L E N U M B E R 50069656

C O L L E C T I O N Zimmer + Rohde - F20

N U M B E R  O F  C O L O R S 4

C A T E G O R Y Wallcoverings

M O T I V E Stripes

F A B R I C  W I D T H 91 cm

E F F E C T I V E  W I D T H -

W E I G H T 352 g/m²

M A R T I N D A L E -

C A R E  I N S T R U C T I O N S

    

A D D I T I O N A L  I N F O R M A T I O N -

P R O P E R T I E S  /  U S A G E -

A C O U S T I C  P R O T E C T I O N -

L I G H T  F A S T N E S S  ( E N  I S O  1 0 5 - B 0 2 ) -

D Y E I N G  M E T H O D yarn dyed

P I L L I N G  ( E N  I S O  1 2 9 4 5 - 2 ) -

R A P P O R T W I D T H -

R A P P O R T H E I G H T -

M A N U F A C T U R I N G  M E T H O D -
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