
Product data sheet
A closely twisted yarn forms the basis of this semi-transparent, flame-
retardant fabric. A direct dyeing process means that only one component of
the yarn takes on the colour, while the second yarn keeps its original colour.
This results in interesting contrasts, which create their special effect in
particular with the stronger tones of TWINE FR. 

Zimmer + Rohde

Twine FR

A R T I C L E N U M B E R 10880777

C O L L E C T I O N Modern Graphics

N U M B E R  O F  C O L O R S 13

C A T E G O R Y Fabrics

M O T I V E Uni

F A B R I C  W I D T H 315 cm

E F F E C T I V E  W I D T H -

W E I G H T 170 g/m²

M A T E R I A L 100% Polyester (Trevira CS)

M A R T I N D A L E -

C A R E  I N S T R U C T I O N S

    

A D D I T I O N A L  I N F O R M A T I O N -

P R O P E R T I E S  /  U S A G E
  Room high | washable  

 

A C O U S T I C  P R O T E C T I O N -

L I G H T  F A S T N E S S  ( E N  I S O  1 0 5 - B 0 2 ) 5

D Y E I N G  M E T H O D piece dyed

P I L L I N G  ( E N  I S O  1 2 9 4 5 - 2 ) -

R A P P O R T W I D T H -

R A P P O R T H E I G H T -

M A N U F A C T U R I N G  M E T H O D -
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